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	Car owner’s name 
Gord Theobald

	
	BritishRaceCar.com
	
	

	Year and model of car
1980 MGB Roadster
	
	Town/city and state
Winnipeg, Manitoba, Canada

	Who built or modified this car?
Ed Theobald


	
	E-mail address and phone
gtheobald@mts.net
204-885-1225

	Engine  (make, model, configuration, displacement, etc.)
1997 Mazda Miata 1.8 litre
	
	Engine electrical (including ignition)
Engine electrical Mazda, but the rest of the MGB harness was used for the remainder of the car

	Intake  (heads, manifold, carburetor or fuel-injection specifics)
Stock Miata 
	
	Camshaft and valvetrain 
Stock Miata

	Cooling  and lubrication systems
Stock MGB Rad with electric fan
	
	Exhaust system 
Miata header, small body cat, stock MGB exhaust 

	Transmission  (type, make/model, ratio of top gear, etc.)
1997 Miata 5 speed
	
	Clutch System / driveshaft
Miata Clutch with MGB/Miata custom driveshaft

	Rear axle (make/model, ratio, limited-slip?)
Stock MGB 3.9:1
	
	Brakes (master, front, and rear)
Stock MGB



	Front suspension / steering
MGB with lowered springs
	
	Rear suspension
Lowering kit and tubular shocks

	Wheels/Tires
Stock Rostyles
	
	Weight

	Instruments
All stock MGB
	
	Electrical  (battery, charging, lighting, audio, etc.)
All stock MGB wiring harness

	Date completed / Miles (or races) driven since completion
2006
	
	(racecars only)  What class does this car compete in? 

	

	Other chassis modifications
Heavier front sway bar

	Other body and interior modifications 
None

	Performance data
Lots of power (133 stock but more with intake)

	Other important info  (unusual features / historical notes / comments / tips / problems encountered during or after completion)
The in line high pressure fuel pump is noisy and has to be re-mounted below the level of fuel in the tank…


Note: Please send us as many photos as you can.  Additional info is welcome!                         Questions? Call Curtis at 720.652.0237 
