	How It Was Done! 
	
	Your name 
Bob Chartier

	Conversion performed by
Bob Chartier
	
	Town/city and state
Cave Creek Arizona

	Year and model of car 
1965 Austin Healey Sprite


	
	E-mail address
Bob@the-mite.com

	Engine  (make, model, configuration, displacement, etc.)
1992 Mazda Miata MX5, 1.6 liter, Stock head/block/internals, Turbocharged 
	
	Engine electrical
Electromotive Tec-2 engine management

	Intake  (manifold & carburetor, or fuel-injection specifics)

Stock Manifold,  440cc/min injectors, Walbro Pump, Aeromotive Fuel pressure regulator, Miata Throttle Body
	
	Cooling system 
Volkswagen radiator with 2 electric fans

	Cam
Stock Miata Camshafts 
	
	Exhaust system 
2” diameter with shortened glasspack muffler

	Transmission  (type, make/model, ratio of top gear, etc.)
Mazda Miata 5 speed, stock, with modified shifter placement
	
	Driveshaft
Short, custom made to mate Miata trans with RX-7 rear

	Clutch System
Stock Miata Clutch
	
	Rear axle (make/model, ratio, limited-slip?)
Narrowed 1984 Mazda RX-7  limited slip rear axle, disc brakes with Wilwood calipers

	Front suspension 
Fabricated Upper and lower A arms, tube shocks, (replacing upper lever shock/control arm assembly) stock coil springs
	
	Brakes: Wilwood 3 master cylinder pedal assembly,
Front: Honda Civic discs and calpers

Rear: Mazda rotors with WIlwood discs

	Rear suspension 
Solid axle with leaf springs, anti-tramp bars and panhard rod
	
	Wheels/Tires
Stock 13” wire wheels with knockoffs

Kumho 155R13 tires

	Weight

unknown
	
	Electrical  (gauges, lighting, audio, etc.)

Painless wiring harness, Dolphin Gauges

	Miles driven since completion

600
	
	Date conversion completed
May 2008

	

	Other chassis modifications
Transmission tunnel cut and replaced to clear Miata Trans, reinforcements welded under car to stiffen chassis

	Body and interior modifications 
Fiberglass Bugeye Sprite (Frogeye to the Brits) fitted, custom grille, shaved door handles, rounded wheel arches

	Performance data

Approx 140 HP

	Sources of parts / information

See  http://the-mite.com for buildup info

	Comments / tips / notable problems encountered during or after completion…
All work completed by Bob in his garage including: engine fitment,  chassis and body mods, bodywork, paint, fabrication of suspension, dash, wiring, electrical, interior, computer programming, etc…

Items not completed in garage:  resplining axles, powdercoating, fabricating short driveshaft.


Note: Please send us as many photos as you can!  Photo captions are great too.                                          www.britishv8.org
